





WARNING: READ ALL INSTRUCTIONS BEFORE INSTALLATION
INSTALLATION INSTRUCTIONS:

POWER ADAPTER - IMPORTANT SAFETY INSTRUCTIONS:
When using electrical products, basic precautions should always be practiced including the following:

. READ AND FOLLOW ALL SAFETY INSTRUCTIONS.

. Do not use an extension cord with the power adapter.

. Refer to the National Electrical Code ANSI/NFPA 70 for information about the installation of wiring and clearances from power and lighting conductors.

. Installation work and electrical wiring must be done by qualified person(s) in accordance with all applicable codes and standards, including fire-rated construction.

. Do not install or use within 10 feet of a pool.

. Do not use in a bathroom.

. WARNING! CAUTIONI! Risk of electric shock. When used outdoors or in a wet location, install only to a covered Class A GFCI protected receptacle that is weatherproof with power
adapter connected to the receptacle. If a correct GFCI protected receptacle is not currently installed, contact a qualified electrician for proper installation. Ensure that nothing interferes
with completely closing receptacle cover.
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WARNING! CAUTIONI! Risk of fire. Installation involves special wiring methods to run wiring through a building structure. Consult a qualified electrician.

SAVE THESE INSTRUCTIONS IN A SAFE PLACE.

Note: In outdoor installations, or any installation in

wet locations, tighten the screws using a torque

O O controlled screwdriver, with a torque setting of 4.0
to 6.0 inch pounds.

Connect this end to 120 VAC (50/60Hz) Facility
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1 Connect to Lighting System.
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cable and/or connector.
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