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6 - Au CONTACT AREA/TIN TAIL
7 - 15u" Au CONTACT AREA/TIN TAIL
8 - 30u" Au CONTACT AREA/TIN TAIL
9 - 50u" Au CONTACT AREA/TIN TAIL

.X +/- 0.20 .XX +/- 0.15 .XXX +/- 0.075 ANGLE +/-

RJ45 GANGED JACK, with LED’s, 2x2, with PANEL GROUNDS on 
TOP AND SIDES, CAT 5e

ELECTRICAL:
CURRENT RATING: 1.5A Min.
CONTACT RESISTANCE: < 20 Milliohm Max.
INSULATION RESISTANCE:  > 500 Megaohm Min.
DIELECTRIC WITHSTANDING VOLTAGE: 1000V (rms) AC for 1 Minute
OPERATING TEMPERATURE: -25° C to +90° C

MATERIAL:
INSULATOR:  NYLON 46 (UL94V-0)
CONTACT: 0.35mm Thickness Phosphor Bronze 
CONTACT PLATING: Gold Plating Over Nickel

MECHANICAL:
DURABILITY: 500 Mating Cycles Min.
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CHOOSE OPTION 
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Near--End Gross Talk
dB, MIN. Frequency 

1.0     MHZ
4.0     MHZ
9.0     MHZ
10.0   MHZ
16.8   MHZ
20.0   MHZ
25.8   MHZ
31.25 MHZ
62.5   MHZ
100.0  MHZ

Return Loss
dB, MIN. 

Attenuation
dB, MAX.

LED
FORWARD DC CURRENT: 2mA
FORWARD VOLTAGE: 1.8 V Typical
REVERSE VOLTAGE: 5 V Min.
POWER DISSIPATION: Green=24 mW; Yellow=36 mW

LED OPTION TABLE:

G
Y YELLOW ------
R RED

RED
RED

------
1 GREEN ORANGE
2 YELLOW ORANGE
3 GREEN RED
4 YELLOW

YELLOW

RED
5
6
7
8

GREEN YELLOW

YELLOW

OPTION FORWARD REVERSE TOP & BOTTOM
TOP & BOTTOM
TOP & BOTTOM
TOP & BOTTOM
TOP & BOTTOM
TOP & BOTTOM
TOP & BOTTOM
TOP & BOTTOM

TOP & BOTTOM

TOP & BOTTOM
TOP & BOTTOM

TOP & BOTTOM

GREEN

GREEN
GREEN

------
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